
HANDRAIL ON TOP OF MESA WALL

FILE NAME:

DESCRIPTION:

STEP 1:  PLACE AND COMPACT FILL TO BOTTOM OF HANDRAIL OR POST.

STEP 2:  PLACE TOP LAYER OF TENSAR STRUCTURAL GEOGRID AND 

STEP 3:  CUT TENSAR STRUCTURAL GEOGRID AND THEN SET HANDRAIL OR FENCE POST.

STEP 4:  FORM AND POUR CONCRETE INFILL AT TAIL OF MESA STANDARD UNITS.

REMAINING MESA STANDARD UNITS ABOVE IT.

TENSAR STRUCTURAL GEOGRID

CROSS-SECTION

6"
(MIN.)

CUT CAP TO FIT POST

MESA STANDARD
UNIT 2.0'

TENSAR STRUCTURAL GEOGRID

(DESIGNED BY OTHERS)

(DESIGNED BY OTHERS)
HANDRAIL OR FENCE

CONCRETE INFILL

MESA STANDARD
UNIT

HANDRAIL OR
FENCE POST

(BY OTHERS)
CONCRETE INFILL

HANDRAIL OR FENCE POST ON TOP OF WALL
NOT TO SCALE

PLAN VIEW

REFER TO TYPICAL CROSS-SECTION
FOR FILL AND DRAINAGE REQUIREMENT
AT BACK OF WALL.
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